C4630 SE Keypad

Installation Instructions

Introduction

The C4630 SE Main and Numeric Keypads were designed specifically to be used with the C4630 SE Home Audio System.

Box Contents

Your C4630 SE Keypad box should contain the following items:
e (1) C4630 SE Main or Numeric Keypad

e (1) Decora wallplate with mounting screws

e (1) Membrane sheet with 66 extra Source buttons (C4630 SE Main Keypad only)

® (1) 14-Pin ribbon cable (C4630 SE Numeric Keypad only)

C4630 SE Main Keypad (see Figure 1)

The C4630 SE Main Keypad lets you control the zone volume,
muting and select the active source, as well as providing
buttons for controlling the source component that's active in the zone.
A ZoNE OFF button is also provided. The ZoNE OFF button’s LED color
indicates the zone's status:

Red: Zone is OFF (C4630 SE is receiving power)
Green: Zone is ON
Orange: Connected IR receiver is receiving IR commands or a

(flashing)

keypad button is being pressed. This occurs even if the
Zone is turned OFF.

Each keypad button has three different actions: Press, PREss-AND-
Holb and DousLe-Press. This allows each button to issue three distinct
commands or macros.

Out-of-the-box the following button functions are available on the
Main Keypad:

VoLuMe UP/DOWN buttons: PrRess = Volume UP/Down

MuUTE button: Press = Mute/un-Mute the local zone; PRress-AND-
Hotb = Mute/un-Mute all zones designated for PARTY MODE.

Zone SOURCE SELECTOR buttons: Press = Select that source in the
local zone; Press-AND-HowD = Select that source in all zones
designated for PARTY MODE. Pressing a Source Select button in a
zone that is OFF will turn that zone ON.

Zone OFF button: Turns the local zone OFF

Additional PRress, PRess-AND-HoLD, DOUBLE-PRESS, source component
control and macro trigger functions require programming with the
Sonance Control Manager software included with the C4630 SE.
The Sonance Control Manager can also be used to change any of the
above out-of-the-box button functions.

Main Keypad
Front Panel

1. Zone Volume UP/DOWN Buttons

2. Zone Mute Button

3. Zone OFF Button

4. Zone Source Control Buttons

5. Zone IR Receiver Window

6. Zone Source Selector Buttons
(Source 1 - Source 4)

Numeric Keypad
Front Panel
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11. Numeric Buttons
12. “+" and “~" Buttons

Figure 1:
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7. IR Receiver Connection
8. RJ45 Connection Jack
9. Keypad Backlight Jumper
10. Ribbon Connector for
Numeric Keypad
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13. Keypad Backlight Jumper
14. Ribbon Connector to
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C4630 SE Main and Numeric Keypads
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C4630 SE Numeric Keypad (see Figure 1, on page 1)

The C4630 SE Numeric Keypad incorporates ten numeric buttons labeled “0” through “9”, and two buttons labeled “+” and
“~" . Like the C4630 SE Main Keypad, each of these buttons has Press, Press-AND-Holb and Dousle-Press functions. Unlike the
C4630 SE Main Keypad, the Numeric Keypad has no “out-of-the-box” functions — it must first be programmed with the
Sonance Control Manager software.

The Numeric Keypad connects to the Main Keypad with the included 14-pin ribbon cable. See Mounting the C4630 SE
Keypads, on page 3 for details.

Keypad Location

The C4630 SE keypads should typically be located near the entrance to a room, similar in height and location to a light switch
(see Note, above). If an IR receiver is installed in the Main Keypad (see below), care should be taken to avoid placing the
keypad near windows or areas that get direct sunlight that could interfere with the operation of the optional IR receiver. If this
is not possible, you should locate the IR receiver away from the keypad.

Avoid mounting keypads in locations that will be exposed to moisture, such
as near sinks, showers or bathtubs. If you want to install keypads outdoors, A\, Feed Ribbon Cable B, !nsert Holster
only install them in a covered area with an appropriate weather-proof box.

Main Keypad IR Receiver Holster

The Main Keypad does not feature a built-in IR receiver: it has a holster
designed to receive a Sonance OptilinQ FSMR1 Full-Spectrum IR Receiver
(part #92222) or MR1 Micro IR Receiver (part #91344), both available
separately (see Figure 2). A window on the front of the keypad allows the IR
receiver to function. IR talkback is through the Zone OFF button.

IR Receiver

IR Receiver Holster

If the Main Keypad is mounted in a location that creates interference from
sunlight when the IR receiver is installed in its holster, you can move the IR
receiver to another location in the room and still wire it to the keypad. L

NOTE: IR receivers must be connected to the keypads to allow the option-
al IR remote to control the C4630 SE and to allow source component
remotes to control their respective source components from inside the
listening zones.

Figure 2:
IR Receiver Holster

1. Insert the IR receiver into the keypad holster as shown in Figure 2A. Feed //F/ROM R .
the ribbon cable through the opening in the holster. ,/ RECEIVER N
2. Insert the holster into the keypad as shown in Figure 2B. The IR receiver’s /" GROUND "
photodiode should be directly behind the keypad’s IR window. 1 +‘2V(ce"'erlx\ !
. . ' IR DATA [white) =& |
3. Connect the IR receiver's 3-conductor ribbon cable to the keypad’s \ I/ﬂ !

\

rear-panel IR Receiver Connection as shown in Figure 3. The connection R ' )
features a 3-pin removable connector similar to the ones used for the I
speaker connectors. Insert the wires into the openings at the rear of the
connector and secure them by tightening the screws at the top of the
connector.

e The gray wire on the ribbon cable is the Data wire, the center wire is
+12V and the remaining wire is Ground.

Figure 3:
G FF e Connecting the
s = IR Receiver to the Keypad
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Keypad BGCklithng Jumper BACK LIGHTING  BACK LIGHTING  BACK LIGHTING
The C4630 SE Main and Numeric Keypads have rear-panel Backlight Jumpers (Figure 4) that (@-]| [[c@]| |[eeo-]
allow you to adjust the amount of keypad backlighting to suit room lighting conditions and e e T
user preference. Position 1 = DIM; Position 2 = BRIGHT; remove the jumper to turn the DIM BRIGHT  OFF
backlight OFF. Figure 4: C4630 SE Keypad
Using needle-nose pliers, tweezers or a similar tool, carefully insert the jumper in the desired Backlight Jumper

position (see Figure 4). The factory default is BRIGHT.

NOTE: Unless the backlight jumper is removed, the keypad backlighting is always ON, even if the local
zone and all zones are OFF.

C4630 SE Keypad Connections

1. In direct runs from keypad to controller, pull a length of CAT5 wire from every keypad mounting location to the C4630 SE
location. The maximum length of any

single CAT5 cable is 1000’. RJ45 Connector TIA 568B Z z
(Flat Side UP) Wiring Standard
2. Terminate each CAT5 cable with RJ45 PIN COLOR SIGNAL 0 0
connectors on each end. Follow the =} . Onie/Oronge Noendl II\EI II\EI
TIA568B wiring standard. (See Figure 5) | i vﬁ;»e/ereen Roaere!
— g White/Blue ,S\Iut?g | 1 2
3. We strongly recommend testing == 7 Whio/bown Ground
] rown 7 7
your connections with an RJ45 °or rravee m AN —
network cq.b|e. tester. t<? .check for Figure 5: Figure 6:
cable continvity, miswiring, open Keypad Connection RJ45 Pinout C4630 SE Keypad Controller Ports

connections, shorted connections or
cross-pinning.

4. Connect the CAT5/RJ45 cable to the RJ45 Connection Jack on the back of the Main Keypad (see Figure 1, on page 1) and
to the zone’s Keypad Controller Port on the C4630 SE (see Figure ).

Mounting the C4630 SE Keypads

NOTE: Do NOT mount the C4630 SE keypads in the same
electrical box with AC house wiring, light switches, or any
other high-voltage device or control. The keypads can share
gang boxes with each other, or with other controls such as
A/B speaker switches, infrared receivers and Volume
Controls, if these other devices are rated as Class 2 devices
according to the National Electrical Code.

Ribbon Cable

NUMERIC
KEYPAD II 2

1. If you are using both a Main and Numeric Keypad, connect the Numeric

Keypad’s 14-pin ribbon cable between both keypads.
e Connect the ribbon cable so that the wire with the red stripe connects
to Pin 1 on both keypads (see Figure 7). I Y
2. Mount the keypad(s) in an appropriate J-box or P-ring as described in Numeric Keypad " MainKeypad
Keypad Location on page 2. Red Stripe fo Pin 1

e The ribbon cable is long enough to allow a Main and Numeric Keypad )
. . . Figure 7:
to be mounted side-by-side in a double J-box. Either keypad can be .
. Keypad Ribbon Cable
mounted left or right.
NOTE: If the ribbon cable is connected incorrectly the Numeric Keypad (including its backlighting) will not
Jfunction.
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External Keypad Power (see Figure 8)
If you're connecting 6 or fewer sets of C4630 SE Main and Numeric Keypads to the C4630 SE ZDN“B .
(one set in each zone), leave the ZONE 4 — 6 KevpaD POWER Switch in the INT (internal) "EY"A“’F"’WE“
position. No external keypad power is required. ns232
If you’re connecting more than 6 sets of C4630 SE Main and Numeric Keypads to the C4630 m O
SE, set the ZONE 4 — 6 KEYPAD POWER Switch to the EXT (external) position. Connect a 12VDC
1A external power supply (Sonance PS2 Power Supply, part #91352, available separately) to
the ZONE 4 — 6 KEYPAD EXTERNAL POWER connection to provide adequate power for the keypads ‘ .
in Zones 4 — 6. Figure 8:
. . Keypad External Power
Changing the Main Keypad Source Buttons Connection

The SOURCE buttons on the C4630 SE Main Keypad are labeled to indicate the specific sources
in use on the system. The keypad comes with the following buttons already installed: Tuner, CD/DVD, SaT, TV/Aux. The keypad
also comes with a sheet of replacement SOURCE buttons that are labeled for a wide variety of common source components.

1. If the keypad is connected, disconnect it from the C4630
SE and from the Numeric Keypad.

2. Use a screwdriver or similar tool to release the keypad
bezel tabs (see Figure 9).

3. Remove the keypad bezel and Source buttons from the
keypad as shown in Figure 9.

Important: Do not touch the exposed portion of
the keypad circuit board.

4. The four SOURCE buttons are a single unit. Use a razor
knife or similar tool to remove the button(s) you want to
replace.

5. Use a razor knife or similar tool to separate the desired
SOURCE button(s) from the included sheet of replacement
buttons.

6. Place all four of the desired Source buttons into the keypad

)

Insert Tool
Intfo Openings

Remove Bezel and Source Buttons

Figure 9:

Removing the Source Buttons from the Main Keypad

bezel. The tabs on the buttons will fit-into the depressions adjacent to the openings on the back of the bezel (see Figure 10).

7. Snap the keypad bezel back into place on the keypad.

8. Test all buttons for free movement. If any of the buttons are tight or hang up, carefully remove,

realign and replace the bezel.

Tabs
)

Figure 10:
Source Button Tabs
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System Notes:
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Technical Assistance and Service

If you have any questions about the operation or installation of this product, please call our Technical Assistance
Department on any business day at (800) 582-0772 or (949) 492-7777; from 7 a.m. to 5 p.m., Pacific Time.

If your product should need repair or service, contact your Sonance Authorized Dealer for help, or use the following proce-
dure:

1. Prior to calling Sonance, note the product’s model number, serial number, purchase date, and the name and address of the
dealer where you purchased the product.

2. Contact our Technical Assistance Department at the above number(s) and describe the problem the unit is experiencing. If
they determine that the product requires service, they will transfer you to our Customer Service Department, who will issue
you a Return Authorization (RA) Number.

Important: You must have prior authorization to return your product to Sonance!

3. If you're directed to return the unit to Sonance for repair, pack the unit in its original shipping carton. If needed, you can
obtain replacement packaging from us for a small charge. Note: it is best if you place the box into an additional outer
“overcarton” before shipment to minimize a chance of theft in shipment. Please include a copy of the original bill of sale
inside the package.

4. Contact a package delivery service such as United Parcel Service or Federal Express to arrange prepaid (not collect) ship-
ping. Do not use the U.S. Postal Service.

Important: Freight collect shipments will be refused.

5. Write the Return Authorization Number on the outside of the shipping carton.

6. Ship the packaged unit to:

Quality Assurance Department
Sonance

212 Avenida Fabricante
San Clemente, CA 92672-7531
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Limited Warranty Coverage (U.S.A. Only)

Sonance warrants to the original retail purchaser only that this Sonance product will be free from defects in materials and
workmanship for a period of five (5) years, provided the product was purchased from a Sonance Authorized Dealer.

Defective products must be shipped, together with proof of purchase, prepaid insured to the Authorized Sonance Dealer from
whom they were purchased, or to the Sonance factory at the address listed on this instruction manual. Freight collect shipments
will be refused. It is preferable to ship this product in the original shipping container to lessen the chance of transit damage.
In any case, the risk or loss or damage in transit is to be borne by the purchaser. If, upon examination at the factory or
Authorized Sonance Dealer, it is determined that the unit was defective in materials or workmanship at any time during this
warranty period, Sonance or the Authorized Sonance Dealer will, at its option, repair or replace this product at no
additional charge, except as set forth below.

If this model is no longer available and can not be repaired effectively, Sonance, at is sole option, may replace the unit with
a current model of equal or greater value. In some cases where a new model is substituted, a modification to the mounting sur-
face may be required. If mounting surface modification is required, Sonance assumes no responsibility or liability for such
modification. All replaced parts and product become the property of Sonance. Products replaced or repaired under this war-
ranty will be returned to the original retail purchaser, within a reasonable time, freight prepaid.

This Warranty does not include service or parts to repair damage caused by accident, disaster, misuse, abuse, negligence,
inadequate packing or shipping procedures, commercial use, voltage inputs in excess of the rated maximum of the unit, or
service, repair or modification of the product which has not been authorized or approved by Sonance. This Warranty also
excludes normal cosmetic deterioration caused by environmental conditions. This Warranty is in lieu of all other expressed
warranties. If the product is defective in materials or workmanship as warranted above, the purchaser’s sole remedy shall be
repair or replacement as provided above. In no event will Sonance be liable for any incidental or consequential damages aris-
ing out of the use or inability to use the product, even if Sonance or a Authorized Sonance Dealer has been advised of the
possibility of such damages, or for any claim by any other party.

Some states do not allow the exclusion or limitation of consequential damages, so the above limitation and exclusion may not
apply. All implied warranties on the product are limited to the duration of this expressed Warranty. Some states do not allow
limitation on the length of an implied warranty. If the original retail purchaser resides in such a state, this limitation does not

apply.

EXCLUSIONS AND LIMITATIONS

The warranty set forth above is in lieu of all other warranties, express or implied, of merchantability, fitness for a particular
purpose, or otherwise. The warranty is limited to Sonance products registered herein and specifically excludes any damage to
loudspeakers and other allied or associated equipment which may result for any reason from use with this product. Sonance
shall, in no event, be liable for incidental or consequential damages arising from any breach of this warranty or otherwise.
This warranty gives you specific legal rights, and you may have other rights which vary from state to state.
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©2006 Sonance. All rights reserved. Sonance and OptilinQ are trademarks or registered trademarks of Dana Innovations.

Due to continuous product improvement, all features and specifications are subject to change without notice.
For the latest Sonance product specification information visit our website: www.sonance.com
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(800) 582-7777 or (949) 492-7777 o FAX: (949) 361-5151 e Technical Support: (800) 582-0772
www.sonance.com

33-4117 10/06




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


