
Sonance Outdoor Series 

RK10w Rock Speaker

Specifications:
RK10W

Design: weather-resistant rock woofer

woofer: 10” (254mm) black polypropylene
cone, dual voice coil, with rubber 

surround

Frequency Response: 35Hz – 150Hz ±3dB

Impedance: 8 ohms nominal

Power Handling: 5 watts minimum; 
150 watts maximum

Sensit ivi ty: 90dB SPL (2.83V/1 meter)

Crossover Frequency: 150Hz (low-pass), 
150Hz (high-pass)

Dimensions (w x H x D): 193∕8" x167∕8” x143∕8" 
(492mm x 429mm x 365mm)

Shipping weight: 20 lbs. (9kg) each

The Sonance RK10w is a realist ic-looking rock
subwoofer compliment to the Sonance RK63, RK83
and other outdoor speakers. The RK10w features a
built-in crossover that accepts a 4-conductor wire
from a zone amplif ier and provides high pass
fi l tered speaker level outputs for the main speakers. 

Powerful bass frequencies are reproduced by a
por ted,  weatherproof  10- inch (254mm)
polypropylene cone woofer while the main speakers
playback upper bass through high frequencies.
Adding the RK10w subwoofer improves bass impact
and authority while allowing the main speakers to
handle more power and have better clarity and
lower distor tion.

Features:
• Rock-like appearance and finish blends-in with
outdoor environments.

• Higher performance than typical outdoor 
speakers.

• Wide-angle dispersion.  

• Weather-resistant polypropylene woofer cone
with rubber surround delivers strong bass.

Dimensions: 
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