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VP48

93002

5 9/16” x 8 7/8” x 3”

(142mm x 225mm x 76mm)

4 5/8” x 8”

(117mm x 203mm)

BPS6

93043

7 7/8” x 11 15/16” x 15 3/4”

(200mm x 303mm x 400mm)

VPBPC3R

93118

4 5/16” x 3 1/2”

(109mm x 89mm)

BPS6 TL

93324

11” x 39 3/8” x 3 3/8”

(279mm x 1000mm x 86mm)

VPBPC3R

93334

4 9/32” x 3 27/32”

(109mm x 98mm)

VP46

93001

5 9/16” x 8 7/8” x 3”

(142mm x 225mm x 76mm)

4 5/8” x 8”

(117mm x 203mm)

VP42

93000

5 9/16” x 8 7/8” x 3”

(142mm x 225mm x 76mm)

4 5/8” x 8”

(117mm x 203mm)

VP68

93005

8 3/8” x 12 1/4” x 3 1/2”

(213mm x 311mm x 89mm)

10 3/4” x 6 15/16”

(273mm x 176mm)

VP66 TL

93019

8 3/8” x 12 1/4” x 2 1/2”

(213mm x 311mm x 64mm)

10 3/4” x 6 15/16”

(273mm x 176mm)

VP62

93003

8 3/8” x 12 1/4” x 3 1/2”

(213mm x 311mm x 89mm)

10 3/4” x 6 15/16”

(273mm x 176mm)

VP88

93008

10” x 16” x 3 7/8”

(254mm x 406mm x 99mm)

8 1/2” x 14 1/2”

(216mm x 368mm)

VP86

93007

10” x 16” x 3 7/8”

(254mm x 406mm x 99mm)

8 1/2” x 14 1/2”

(216mm x 368mm)

VP82

93006

10” x 16” x 3 7/8”

(254mm x 406mm x 99mm)

8 1/2” x 14 1/2”

(216mm x 368mm)

VP46R SST/SUR

93023

6 7/8" x 3 3/4"

(175mm x 95mm)

5 7/8"

(149mm)

VP62R SST/SUR

93024

9 3/4" x 4 3/4"

(248mm x 121mm)

8 1/4"

(210mm)

VP66R SST/SUR

93025

9 3/4" x 4 3/4"

(248mm x 121mm)

8 1/4"

(210mm)

VP86R SST/SUR

93026

11 5/8" x 5 7/8"

(295mm x 149mm)

10 1/8"

(257mm)

VP62LCR

93028

16 1/8" x 8 3/8" x 3 9/16"

(410mm x 213mm x 91mm)

6 7/8" x 14 1/2"

(175mm x 368mm)

VP62R SST/SUR TL

93022

9 3/4" x 3 5/32" 

(248mm x 80mm)

8 1/4"

(210mm)

R10SUB ENC

92874

-

14 1/4" x 47 1/4" x 3 7/16"

(362mm x 1200mm x 87mm)

R10SUB

93354

30Hz - 250Hz ±3dB

13 1/16" x 13 1/16" x 5/32"

(332mm x 332mm x 4mm)

DSP 2-150 MKII AMPLIFIER

93378

5Hz-50kHz

8 5/8” x 2 1/8” x 16 13/16”

(219mm x 54mm x 427mm)

VPSUB 

93353

34Hz - 250Hz ±3dB

15" x 15" x 3 7/8" 

(381mm x 381mm x 99mm)

DSP 2-150 MKII AMPLIFIER

93378

5Hz-50kHz

8 5/8” x 2 1/8” x 16 13/16”

(219mm x 54mm x 427mm)

VP66

93004

8 3/8” x 12 1/4” x 3 1/2”

(213mm x 311mm x 89mm)

10 3/4” x 6 15/16”

(273mm x 176mm)

MODEL

SKU

FREQUENCY RESPONSE

DIMENSIONS 

(WXHXD)

+ + +

VP8SQ

93031

11 3/4” x 11 3/4”

(299mm x 299mm)

Sonance Visual Performance Series speakers deliver 
renowned Sonance audio quality in four performance levels.

SPEAKER NOMENCLATURE

 VP FEATURES

PERFORMANCE LEVELS

SHAPE

VP 6 6 R

PERFORMANCE LEVEL

DRIVER SIZE

VISUAL PERFORMANCE SERIES

 

One-piece grilles with easily 
removable scrim cloth for 
easier painting process.
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Due to continuous product improvement, all features and specifications are subject to change without notice. For the latest Sonance product specification information visit our website: www.sonance.com
05.19.2020

.20" (5.1mm) trim
VP4SQ

93029

7” x 7”

(178mm x 178mm)

VP3SQ

93120

4 29/32” x 4 29/32”

(124mm x 124mm) 

VP6SQ

93030

9 7/8” x 9 7/8”

(251mm x 251mm)

WOOFER: Kevlar/Nomex laminated cone with a 

MID RANGE: Kevlar/Nomex laminated cone with a 
rubber surround, pivoting

TWEETER: Powder coated Aluminum dome, 
Ferrofluid cooled, pivoting

LEVEL 6

WOOFER: Carbon Fiber/Rohacell laminated cone 
with a rubber surround, extended pole piece

MID RANGE: Carbon Fiber/Rohacell laminated cone 
with a rubber surround, pivoting

TWEETER: Ceramic dome, Ferrofluid cooled, pivoting
* Large speakers only

LEVEL 8

WOOFER: Textured Polypropylene cone with a

TWEETER: Powder coated Aluminum dome, 
Ferrofluid cooled, pivoting
* Medium round/square only

WOOFER: Textured Polypropylene cone with a

MID RANGE: Textured Polypropylene cone with a 

rubber surround, pivoting

TWEETER: Cloth dome, Ferrofluid cooled, pivoting

LEVEL 2

LEVEL 4

WOOFER: Polypropylene cone with a rubber surround

MID RANGE: Polypropylene cone with a rubber surround 

TWEETER: Cloth dome, Ferrofluid cooled

LEVEL 0
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C6R 

93124

9” x 3 3/4”

(229mm x 95mm)

8 1/4” x 3 3/4”

(210mm x 95mm)

C6R SST

93125

9” x 3 3/4”

(229mm x 95mm)

8 1/4” x 3 3/4”

(210mm x 95mm)
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rubber surround

rubber surround

rubber surround
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MODEL

SKU

DIMENSIONS 

(WXHXD)

CUT-OUT DIMS 

(WXH) 

V
P

 S
S

T
/
S

U
R

C
A

B
IN

E
T

 S
U

B
S

MODEL

SKU

DIMENSIONS

(DIAXD)

CUT OUT DIMS

(DIAXD)
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SPEAKER SELECTION

SPECIALTY APPLICATIONS

CABINET SUBWOOFERS

IN-WALL SUBWOOFERS

R12SUB ENC

92875

-

14 1/4" x 70 7/8" x 3 7/16"

(362mm x 1800mm x 87mm)

R12SUB 

93355

25Hz - 250Hz ±3dB

15" x 15" x 5/32"

(381mm x 381mm x 4mm)

DSP 2-750 MKII AMPLIFIER

93379

5Hz-50kHz

17 1/4” x 3 7/8” x 16 13/16”

(438mm x 98mm x 427mm)

+ +

ROUND SPEAKER

GRILLE

SQUARE ADAPTER

-3dB, 0, +3dB Tweeter Level Switch (Level 8)*

*Excludes VP8R

State-of-the-Art Tweeter & Woofer Materials

Independently Pivoting Tweeter & Woofer

High-Excursion, Forward-Placed Woofer

Square Adapter with Grille

Two Piece Toggle Feet

VPXT6R

93339

9 3/4" x 3 1/2"

(248mm x 89mm)

8 1/4"

(210mm)

VPXT6R SST

93340

9 3/4" x 3 1/2"

(248mm x 89mm)

8 1/4"

(210mm)

VPXT8R

93341

11 5/8" x 3 3/4"

(295mm x 95mm)

10 1/8" x 3 3/4”

(257mm x 95mm)

VPXT8SQ

93343

11" x 11"

(279mm x 279mm)

-

VPXT6SQ

93342

9 7/8" x 9 7/8"

(251mm x 251mm)

-

i10

93357

14" x 16" x 14 1/4"

(356mm x 407mm x 362mm)

i12

93358

16" x 18" x 16 1/4"

(407mm x 457mm x 413mm)

i8

93356

12" x 14" x 12 1/4"

(305mm x 355mm x 311mm)

MODEL

SKU

DIMENSIONS 

(WXHXD)

D8 BLK

93359

7 1/2" x 8" x 9"

(191mm x 203mm x 229mm)

D8 WHT

93374

7 1/2" x 8" x 9"

(191mm x 203mm x 229mm)

The Sonance D8 Subwoofer features two 
powerful vibration canceling 8” square 
drivers, wireless connectivity and our 
SonARC for subwoofers DSP technology, 
all within a sleek ultra-compact cabinet.

With three cabinet sizes to select from, 
exceptional performance, wireless con-
nectivity and SONARC app driven room 
correction, Impact Subwoofers provide 
the perfect balance to any audio system 
with the flexibility for placement any-
where in the room. 

VP48R

93011

6 7/8” x 3 3/4”

(175mm x 95mm)

5 7/8” x 3 3/4”

(149mm x 95mm)

VP46R

93010

6 7/8” x 3 3/4”

(175mm x 95mm)

5 7/8” x 3 3/4”

(149mm x 95mm)

VP42R

93009

6 7/8” x 3 3/4”

(175mm x 95mm)

5 7/8” x 3 3/4”

(149mm x 95mm)

VP66R

93014

9 3/4” x 4 3/4”

(248mm x 121mm)

8 1/4” x 4 3/4”

(210mm x 121mm)

VP52R UTL

93368

9 3/4” x 1 7/16”

(248mm x 36.2mm)

8 1/4” x 1 7/16”

(210mm x 36.2mm)

VP62R TL

93020

9 3/4” x 3 5/32”

(248mm x 80mm)

8 1/4” x 3 5/32”

(210mm x 80mm)

VP60R

93088

9 3/4” x 3 3/4”

(248mm x 95mm)

8 1/4” x 3 3/4”

(210mm x 95mm)

VP66R TL

93021

9 3/4” x 3 5/32”

(248mm x 80mm)

8 1/4” x 3 5/32”

(210mm x 80mm)

VP68R

93015

9 3/4” x 4 3/4”

(248mm x 121mm)

8 1/4” x 4 3/4”

(210mm x 121mm)

VP62R

93012

9 3/4” x 4 3/4”

(248mm x 121mm)

8 1/4” x 4 3/4”

(210mm x 121mm)

VP64R

93013

9 3/4” x 4 3/4”

(248mm x 121mm)

8 1/4” x 4 3/4”

(210mm x 121mm)

VP86R

93017

11 5/8” x 6 1/16”

(295mm x 153.4mm)

10 1/8” x 6 1/16”

(257mm x 153.4mm)

VP82R

93016

11 5/8” x 6 1/16”

(295mm x 153.4mm)

10 1/8” x 6 1/16”

(257mm x 153.4mm)

VP80R

93089

11 5/8” x 3 3/4”

(295mm x 95mm)

10 1/8” x 3 3/4”

(257mm x 95mm)

VP38R

93009

4 5/16” x 3 15/16”

(109mm x 99mm)

3 15/16” x 3 15/16”

(99mm x 99mm)

VP88R

93018

11 5/8” x 6 1/16”

(295mm x 153.4mm)

10 1/8” x 6 1/16”

(257mm x 153.4mm)

MODEL

SKU

DIMENSIONS

(WXHXD)

CUT OUT DIMS

(WXH)

MODEL

SKU

DIMENSIONS

(DIAXD)

CUT OUT DIMS

(DIAXD)

VPBPC6R

93097

9 3/4" x 4 3/4"

(248mm x 121mm)

VP6SQ

93030

9 7/8" x 9 7/8"

(251mm x 251mm)

VPBPC4R

93096

6 7/8" x 4 5/8"

(175mm x 118mm)

VP4SQ

93029

7" x 7"

(178mm x 178mm)

MODEL

SKU

DIMENSIONS

(WXHXD)

BPS8

93044

24" x 9 1/4" x 12 5/16"

(610mm x 235mm x 313mm)

VP66LCR

93084

16 1/8" x 8 3/8" x 3 9/16"

(410mm x 213mm x 91mm)

6 7/8" x 14 1/2"

(175mm x 368mm)

BANDPASS SUBWOOFERS

R
10

S
U

B
 B

U
N

D
L

E

R
12

S
U

B
 B

U
N

D
L

E

B
P

S
8

B
P

S
6

B
P

S
6

 T
L

VP66 SST/SUR

93027

8 3/8" x 12 1/4" x 3 3/8"

(213mm x 311mm x 86mm)

6 15/16" x 10 3/4"

(176mm x 273mm)

VPXT6

93338

8 3/8" x 12 1/4" x 2 1/2"

(213mm x 311mm x 64mm)

6 15/16" x 10 3/4"

(176mm x 273mm)

VP3SQ

93120

4 29/32" x 4 29/32"

(124mm x 124mm)

VP3SQ

93120

4 29/32" x 4 29/32"

(124mm x 124mm)

WIRELESS TRANSMITTER

93360

T
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M
E

R • WIRELESS TRANSFORMER

• 30’ RANGE 

• DESIGNED FOR IMPACT & D8

• PLACE ANYWHERE IN THE ROOM

MODEL

SKU


